
MAXIMUM SIGN AREA - 40 SQ. FT.

CONCRETE BARRIER MOUNTED SIGN

FLAT WASHERS (S.S. TYPE 304)

" DIA. BOLT WITH LOCK, NUTS,2
1

DETAIL 'A'

DETAIL 'B' - TOP VIEW

TUBULAR STEEL POST

POST CAP

DETAIL 'B'

AT 30" MAXIMUM SPACING

STIFFNERS SHALL BE INSTALLED

FOR SIGNS OVER 30" WIDTH.

SEE DETAIL "B"

WASHER (S.S. TYPE 304)

" x 1" BOLTS, NUTS AND4
1

" GALVANIZED POST8
3TS 6" x 4" x 

" GALVANIZED STEEL BAR4
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CONCRETE BARRIER MOUNTED SIGN

MAXIMUM SIGN AREA - 40 SQ. FT.

BARRIER WALL

JOINT

JOINT

OF BARRIER WALL SECTION

BE PLACED AT THE CENTER

TUBULAR STEEL POST SHALL
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NOTES:

4. ALL PLATES AND W6X12 POST SHALL CONFORM TO A706, GRADE 36. 

    WITH A123 AND A153, RESPECTIVELY.

3. ALL STRUCTURAL STEEL AND HARDWARE SHALL BE GALVANIZED IN CONFORMANCE

" SHALL BE A501 UNLESS OTHERWISE NOTED.8
32. TUBULAR STEEL POST TS 6" X 4" X 

     ASTM A194 GRADE OR 2H.

1. ANCHOR BOLTS SHALL BE ASTM F 1554, GR 55 S1 GALVANIZED. NUTS SHALL BE 

ON EXISTING CONCRETE BARRIERS.

SPLATE FOR SIGN SUPPORT ANCHORING 



DETAIL 'J'

NOTES:
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(NEAR FACE)

3" MIN. EMBEDMENT (TYP.)

WITH FLAT WASHERS

" DIA. EXPANSION BOLTS8
3

(FAR FACE)

3" MIN EMBEDMENT (TYP.)

WITH FLAT WASHERS

" DIA. EXPANSION BOLTS8
3

(a):

(b):

BRACING PLATE

" THICK2
1

FOR EXISTING INSTALL

" x 38"2
1" x 54

3OR 

" x 30"2
1" x 54

3

BASE PLATE

BOLT PROJECTION

3" MAXIMUM

(ALL FOUR (4) SIDES)

DRAIN HOLE FOR TS 6" X 4" POST

EXISTING BARRIER WALL(SEE NOTE)

3" MIN (TYP)

3" 6"

19"

4" 3"

10" 6" 10"

(b)

(a)

3" 4" 6" 3"

19"

LARGER DIMENSION

LC

10"
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EXISTING BARRIER WALL

SHEET ALUMINUM SIGN.

" POST FOR8
3TS 6" x 4" x 

ALUMINUM SIGN OR

W 6x12 FOR EXTRUDED

GROUT, IF NEEDED

WITH NONSHRINK

LEVEL BASE PLATE

PLATE FOR DETAILS.

REFER TO APPROPRIATE

ASTM 1554, GR 55 S1.

SHALL CONFORM TO 

WASHERS. ANCHOR BOLTS

HEX NUT AND HEAVY 

WITH  ONE (1) HEAVY 

" DIA. ANCHOR BOLTS4
3

DETAIL 'A' - SIDE VIEW EXISTING BARRIER

DETAIL 'A' EXISTING BARRIER

RECOMMENDATION.

PLACE PER MANUFACTURER'S 

CONFORM TO 1047.

ANCHOR. GROUT SHALL 

CORE HOLES AS REQUIRED FOR 

     SHALL BE CONTACTED FOR ALTERNATE DESIGN.

     IF THE CONDUIT IS WITHIN 10" FROM THE TOP OF THE BARRIER, THE ENGINEER

3. THE CONTRACTOR SHALL VERIFY ANY EXISTING CONDUIT BEFORE DRILLING HOLES.

2. REFER TO OTHER APPROPRIATE SERIES STANDARD FOR ATTACHMENT DETAIL.

1. SLIP FORM SHALL NOT BE USED WITHIN 5'-0" EITHER SIDE OF THE POST.


